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FEATURES

e 10hp-15hp two-wheel Kubota tractor, top quality engine, and gearbox. Same spare
parts as Kubota.

e ISO certificate and quality approved certificate, each engine will be tested.

e Itis an ideal power supply for irrigation, paddy field, etc.

www.pandatractor.com



BASIC SPECIFICATION

Thailand Tractor 8-14HP

Type Diesel Engine
Engine
Power 8-14HP
Clutch Type Dry Type Multi Disc Clutch
Steering System Compress Steering Type
Brake System Small-scale Braking

Transmission System

Fixed Silding Positioning

Low Gear 1st Gear 44:1
Mid Gear 2nd Gear 23:1
Transmission Ration
High Gear 3rd Gear 8:1
Backward Gear 56:1
Low Gear 1st Gear 4.3km/h
Tractor Speed (Engine 2400/rpm) Mid Gear 2nd Gear 8.2km/
Tubber Size: 4-12
Length: 530mm High Gear 3rd Gear 23.5km/h
Backward Gear 3.4km/h
Diameter of Towing Pin 26mm
Length 1981 mm
V-Blet
Quantity 2
Diameter of Engine Pulley 140mm
Diameter of Transmission Pulley 180mm
Type Hexagonal Axle
Axle
Size 44.5mm
Type Special Type
Rubber Tire Size 4600-12
Pressure 46 Pound/Sqg.inh
Type SAAAE No. 90
Lubricant in Transmission
Capacity 5.5-6.0 L
Tractor Weight without Engine 210 KG
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SERVICES

e Spare parts: A complete range of original spare parts, guaranteed directly.

e Warranty: 2 years warranty for main parts.

e Assistance: A team of specialists, well prepared and available to assure an efficient and
resolving service.

e Cooperation: Agricultural machinery industry information and customer marketing
assistance.

TALK TO US FOR MORE DETAILS:

Silvia@pandatractor.com
whatsapp: 0086 15933376293

www.pandatractor.com



